
VN-V686WPBU

■ MPEG-4/Motion JPEG Full-Frame Dual Stream
Simultaneous distribution of MPEG-4 and Motion JPEG VGA images 
at full frame rate (30fps for each stream)

■ Super LoLux TM Sensitivity 
0.04 lx at B&W mode (25 % video level, F1.6, AGC SUPER) 
0.5 lx at color mode (25 % video level, F1.6, AGC SUPER)

■ PoE for Saving Installation and Cable Costs
Built-in PoE (Power over Ethernet) allows the camera to be activated 
through a LAN cable connection.

■ Quick and Easy Installation
One-touch lock mechanism for quick and easy installation and maintenance

■ Dust- and Waterproof Design (VN-V686WPBU)
IP66-standard robust design suitable for outdoor monitoring system

■ Direct Drive Motor for Extra Precision and Silence
• Super Accurate Positioning (±0.03° precision)
• Super Fast & Super Slow Pan/Tilt (400°/sec to 0.04°/sec 

variable)
• Super Silent Operation (Ideal for hospitals, libraries, and 

museums)
■ Day/Night Function with IR Cut Filter

Automatic switching between day and night modes for reliable round-the-
clock surveillance

■ Effective Backlight Compensation
Easy Wide-D Function provides clear images even in backlit situations

■ Progressive Output Capability
Can output clear, smooth images without jaggy even for moving objects 

VN-V686WPBU
VN-V685U/V686BU
PTZ NETWORK DOME CAMERA

OUTDOOR PTZ NETWORK DOME CAMERA

Dual Stream Network Cameras with 27x/36x Optical Zoom
and Accurate Direct Drive Motor Mechanism

Optical
Zoom

27x/36x 0.03°
Super

Accuracy Dual Stream

MPEG-4
Motion JPEG

Fast/Slow
Variable Pan

Tilt Speed

Silent
Operation Super 

  LoLuxTM

0.04lx* Easy
Installation

*at B&W mode

Direct Drive Dome

Eco-Friendly
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Normally recessed into a false ceiling to provide minimal intrusion in
any indoor location. Or, when surface-mounted the sleek design will let
it blend into a variety of environments for inconspicuously effective
surveillance.

Internal Dome Design

Made to IP66 standards, the housing provides complete protection
from the elements but still provides crisp, clear images of its
surroundings. Materials used will provide long-lasting service over
years of harsh weather conditions.

External Dome Design

VN-V685U VN-V686BU VN-V686WPBU
Type Indoor Indoor Outdoor
PoE • • • (without heater)

Zoom Ratio 27x Optical 36x Optical 36x Optical
Direct Drive Motor • • •
Dust & Waterproof •

● Quick Comparison

All the Precision and Quality to Capture
the Crucial Moment

VN-V685U/VN-V686BU

VN-V686WPBU

Indoor
Model

Outdoor
Model

JVC’s new Network Camera offers a Direct Drive Motor and Full -Frame Dual Stream Capability for an Advanced Monitoring
System with Maximum Reliability and Versatility.

Optical
Zoom

27x/36x 0.03°
Super

Accuracy Dual Stream

MPEG-4
Motion JPEG

Fast/Slow
Variable Pan

Tilt Speed

Silent
Operation Super 

  LoLuxTM

0.04lx* Easy
Installation

at B&W mode*
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