
TK-C686WPE/TK-C685WPE

Lolux™ Dome Range
Indoor/Outdoor Systems
High-Resolution Colour Cameras with Direct Drive Motor for
Quick, Silent, and Accurate Operation

■ Direct Drive Motor for Extra Precision and Silence
• Super Accurate Positioning (±0.03° precision)
• Super Fast & Super Slow Pan/Tilt (500°/sec to 0.04°/

sec variable) 
• Super Silent Operation (Ideal for hospitals, libraries,

and museums)  
■ High-Resolution of 540 TV Lines

1/4” IT CCD with approx. 440,000 effective pixels captures precise
images for high-quality monitoring

■ Day/Night Function with IR Cut Filter
Automatic switching between day and night modes for reliable
round-the-clock surveillance

■ Effective Backlight Compensation
ExDR (by dual shutter) Function allows secured monitoring even in 
backlit situations

■ Super LoLuxTM Sensitivity
0.04 lx at B&W mode (25% video level, F1.6, AGC SUPER)
0.5 lx at colour mode (25% video level, F1.6, AGC SUPER)

■ Easy Installation
One-touch lock mechanism for quick and easy installation and maintenance

■ Stylish Design and Colour
Stylish dome camera neatly matches the environment 

■ Dust- and Waterproof Design (TK-C686WPE/C685WPE)
IP66-standard robust design suitable for outdoor monitoring system 
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A Choice of Cameras Built to the Highest
Specifications,Worthyof Any Surveillance System

JVC’s Direct Drive Motor-equipped Dome Camera series has just
been powered up. You can now select the best choice for your
usage environment and budget, based on factors like zoom
magnification needs and indoor/outdoor usage capabilities. 
But regardless of your choice, you can always count on JVC’s

originally developed Direct Drive Motor mechanism, high and
low-speed Pan/Tilt, superior precision and low noise for usability
that’s a notch above the competition. And with a host of valuable
functions at your fingertips, JVC’s new line up is more than ready
to add new quality and convenience to your surveillance system.

Normally recessed into a false ceiling to provide minimal intrusion in any
indoor location. Or, when surface-mounted the sleek design will let it blend
into a variety of environments for inconspicuously effective surveillance.

Internal Dome Design
Made to IP66 standards, the housing provides complete protection from
the elements but still provides crisp, clear images of its surroundings.
Materials used will provide long-lasting service over years of harsh
weather conditions.

External Dome Design

TK-C686E TK-C685E TK-C686WPE TK-C685WPE

Type Indoor Indoor Outdoor Outdoor

Zoom Ratio 36x Optical 27x Optical 36x Optical 27x Optical

Image Stabiliser • •

Dust & Waterproof • •

Direct Drive Motor • • • •

Super LoLuxTM • • • •

■ Quick Comparison

Outdoor 
Model

Indoor
Model

TK-C686E/TK-C685E TK-C686WPE/TK-C685WPE
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Images are explanatory purposes and are not actual images attained using this product.

Position A

Becomes different from
initial position.

Back to Position A

B C D E

■ Conventional belt-type unit with low accuracy

■ Direct Drive Motor with 0.03¡ accuracy

Camera positions 
rotate as preset

Position A

Maintains almost the
same position.

Back to Position A

B C D E

Camera positions 
rotate as preset

Super Silent Operation of 35dB or lower

With an accuracy of 0.03¡, it can precisely maintain preset camera
positions even after frequent panning and tilting, which becomes
especially important at high zoom magnifications. With an ordinary
camera (with low accuracy such as 0.1¡), the camera position
gradually shifts each time the camera is panned or tilted, so that
after frequent usage the position becomes totally different from the
initial correct position.

Super Accuracy of ±0.03¡ for Preset Positions

The mechanical noises of a belt-driven PTZ camera are absent. In
fact, the operating noise as measured from a mere 1m away from
our camera amounted to a quiet approx. 35dB. This makes it ideal
for usage in locations where noise should be avoided, such as 
hospitals, museums, libraries and offices.

Super Durability and Reliability
Direct Drive is a very simple mechanism. The number of parts in the
Direct Drive is far less than that of the belt-driven PTZ, soone can
expect the durability to be approximately 160%. And since the
Direct Drive is completely belt-less, there is no possibility of
malfunction due to belts that will break on a regular basis. The
simplified mechanism greatly reduces the chances of malfunction
and increases reliability.

With a maximum 500¡/sec. movement, you wonÕt miss a crucial
scene. Even when pan/tilting manually, the mechanism is very
responsive allowing stress-free joystick operation. Furthermore,
extremely slow movement of 0.04¡/sec. is possible, so you can
take a good look at the scene even at high zoom rates, thanks to
the slow and smooth movement.

Super Fast (500¡/sec) & Super Slow
(0.04¡/sec) Pan/Tilt Performance

● See whatÕs good about Direct Drive Motor Mechanism!

Direct Drive MotorÐ
Breakthrough mechanism
for more accurate and
reliable camera movement
The TK-C686/C685 Series incorporates a newly-developed Direct Drive
Motor for Pan/Tilt operation. Instead of a conventional belt-type mechanism,
it can provide monitoring with more precision, less operation noise, and
superior durability.
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